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1.	2" COLD PLANE PAVEMENT REMOVAL WITHIN DASHED 2" COLD PLANE PAVEMENT REMOVAL WITHIN DASHED BOUNDARY. 2.	COORDINATE INSPECTION WITH CITY AND ENGINEER COORDINATE INSPECTION WITH CITY AND ENGINEER AFTER MILLING TO CONFIRM NO ADDITIONAL PAVEMENT REPLACEMENT IS NECESSARY. 3.	OVERLAY COLD PLANE SURFACES WITH 2" DEPTH OVERLAY COLD PLANE SURFACES WITH 2" DEPTH LEVEL 2,  " DENSE ACP LEVELING COURSE.   12" DENSE ACP LEVELING COURSE.   4.	INSTALL TACK COAT TO CLEAN COLD PLANE INSTALL TACK COAT TO CLEAN COLD PLANE SURFACE PRIOR TO PAVEMENT INSTALLATION PER ODOT STANDARDS.  TACK COAT SHALL BE AN INCIDENTAL ITEM TO ASPHALT INSTALLATION.

AutoCAD SHX Text
MANHOLE TO BE PROTECTED AND ADJUSTED AS NECESSARY. INSTALL ROUND CONCRETE COLLAR PER ODOT DETAIL RD360 AS NECESSARY.

AutoCAD SHX Text
VALVE TO BE PROTECTED AND ADJUSTED AS NECESSARY. INSTALL ROUND COLLAR AS NECESSARY PER LOCAL WATER DISTRICT STANDARDS AND ODOT STANDARD DETAIL RD258.
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